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This Document describes the ROT Equipment; the intent is to relate the information to the user; there are no guarantees stated or implied as to the results and function of the Equipment. 
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Type ‘ROTTS’ Collar Lock Mandrel Sub-Assembly:   2 3/8” – 3 1/2” 

Rebco Type ‘ROTTS’ Collar Lock Mandrel Sub-Assembly is designed to be set in API Tubing Collars. 

Type ‘ROTTS’ Collar Lock Mandrel is basically the same as Type ‘ROTS-2’ Lock Mandrel Sub- 
Assembly (Product 10); with modified Keys (DET 2) to be able to locate in the Tubing Collars. 

 
 
 

NOMINAL SIZE 2 3/8” 2 7/8” 3 1/2” 
SUB 

ASSEMBY 
TYPE of LOCK - (DET 2) ‘ROTTS’ ‘ROTTS’ ‘ROTTS’ 
SUB-ASS’Y NUMBER 1015142202370 1015142202870 1015142203500 

 
DET PART NAME QTY PART NO PART NO PART NO 

1 LOCK MANDREL 1    
2 LOCK (DOG) 4    
3 LOCK PIN 4    
4 LOCK SPRING 4    

ENGINEERING DATA: 

MAXIMUM OD 1.750” 2.188” 2.688” 
FISHING NECK SIZE 1.375” 1.750” 2.313” 
MINIMUM ID .88” 1.19” 1.44” 
LENGTH 9.12” 9.38” 10.47” 
WEIGHT lbs (kg) 2.9 (1.32) 4.2 (1.91) 7.8 (3.54) 
MATERIAL Alloy Alloy Alloy 


